'STONE SIZE o
d50=4 INCHES

' RIPRAP, OR CONCRETE.
SECTION A-A

PIPE OQUTLET TO FLAT AREA

[ S0™™ | APRON LINING MAY BE RIPRAP, GROUTED

2. Lo IS THE LENGTH OF THE RIPRAP APRON. |

WITH NO DEFINED CHANNEL - 3. W IS THE WITH OF THE RIP—RAP APRON.

4. d = 1.5 TIMES THE MAXIMUM STONE

SECTION A-A

DIAMETER BUT NOT LESS THAN 6 INCHES.

_2'-0" MIN. __r_ .
TOP OF CURB"l |

FIN.
GRADE

3500 P.S.1.

CONSTRUCTION JOINT

V/

APPROVED COMPACTED
SUBGRADE

CONCRETE

CONCRETE CURB ENDING

10

6" THICK LAYER

~ NOT TO SCALE
'BACKFILL TO BE
~__IMMEDIATELY COM-
- [T PACTED & MAINTAINED
. FLUSH WITH PAVED
s g SURFACE.
~ FIN. GRADE - o °{ - -
| T\ W/6

FILTER FABRIC

APPROVED COMPACTED

2. THECWATERA\gAY SHALL BE.EXCAVATED OR SHAPED TO LINE, GRADE AND CROSS

AT 0w e o om

P AP I v T T O

" n 3
. . ‘_a, R R [ Q" ~
R T R VR SR N,

 — b~ —]

- TRAPEZOIDAL CROSS — SECTION

PARABOLIC CROSS — SECTION
~ INSTALLATION NOTES

1. ALL TREES, BRUSH. STUM OBSTRUCTIONS AND OTHER OBJECTIONABLE -
MATERIAL SHALL BE REMOVED AND DISPOSED OF SO AS NOT TO (NTERFERE WITH
THE PROPER FUNCTIONING OF THE WATERWAY, , ’ vy ’

SECTION REQUIRED TO MEET THE CRITERIA SPECIFIED HEREIN, AND BE
m%wFFmK ROJECTIONS OR OTHER IRREGULARITIES WHICH 'WILL IMPEDE

3. FILLS SHALL BE COMPACTED AS NEEDED TO PREVENT UNEQUAL SETTLEMENT THAT
WOULD CAUSE DAMAGE IN THE COMPLETED WATERWAY. Ty ,

4. ALL EARTH REMOVED AND NOT NEEDED IN CONSTRUCTION SHALL BE SPREAD OR.
%%p%%% h%ivso THAT IT WILL NOT INTERFERE WITH THE FUNCTIONING OF

5. STABILZATION SHALL BE DONE ACCORDING TO THE APPROPRIATE STANDARD AND
SPECFICATIONS FOR CRITICAL AREA SEEDING, MULCHING AND NETTING. .

A. FOR DESIGN VELOCITIES OF LESS THAN 3.5 FT. PER SEC., SEEDING AND
MULCHING MAY BE USED FOR THE ESTABLISHMENT OF .THE VEGETATION. IT IS
COMMENDED THAT, WHEN CONDITIONS PERMIT, TEMPORARY DIVERSIONS OR
OTHERS MEANS SHOULD BE USED TO PREVENT WATER FROM ENTERING THE.
WATERWAY DURING THE ESTABLISHMENT OF THE VEGETATION. : ,
B. FOR DESIGN VELOCITIES OF MORE THAN 3.5 FT. PER SEC., THE WATERWAY
SHALL BE STA?!UZED WITH SOD, WITH SEEDING PROTECTED BY JUTE MESH,
OR WITH SEEDING AND MULCHING, AND S INCLUDE TEMPORARY DIVERSION

4
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PIPE OUTLET TO WELL— DEFINED CHANNEL S ouCK L | PPROVED  OF THE WATER UNTIL THE ‘VEG‘ETATIQN IS E A‘BUSHED.k »
V | d50=4 INCHES , SUE o
ENERGY DISSIPATOR 9 | VVSTONE DITCH 11 | ~ GRASSED SWALE o B 12

NOT TO SCALE

NOT TO SCALE

. NOT TO SCALE

STONE WILL BE PLACED ON A FlLTEﬁ' FABR(C'FOUNDATION TO THE LINES.
GRADES AND LOCATIONS SHOWN IN THE PLAN. }

SET SPAC!NC OF CHECK DAMS TO ASSUME THAT THE ELEVATIONS OF THE CREST
OF THE DOWNSTREAM DAM IS AT THE SAME ELEVATION OF THE TOE OF THE
UPSTREAM DAM.

EXTEND THE STONE A MINIMUM OF 1.5 FEET BEYOND THE DITCH
BANKS TO PREVENT CUTTING AROUND THE DAM.

PROTECT THE CHANNEL DOWNSTREAM OF THE LOWEST CHECK DAM FROM SCOUR
- AND EROSION WITH STONE OR LINEAR AS APPROPRIATE.

'ENSURE THAT CHANNEL APPURTENANCES SUCH AS CULVERT ENTRANCES BELOW
CHECK DAMS ARE NOT SUBJECT TO DAMAGE OR BLOCKAGE FROM DISPLACED STONES

GRADED SURFACE

2'—6" MIN,

e

*

6" MIN

-+

2'-0"
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T |

Il
I
il
Il
Il

m.?'"’o e ."-.6‘.'

':‘0‘-' 12" MR
iy s AEY VTR

Se O R ‘.

COMPACTED EARTH

- OR TOPSOIL

FILTER MATERIAL
(SEE SPEC.)

UNDERDRAIN PIPE

OF TYPE & SIZE

SPECIFIED ON DWGS.

FILTER FABRIC
(SEE SPECS.)

IMPROVEMENT NOTIS

A.

a.

“b.

1.

GENERAL

EXISTIN; TOPOGRAPHIC AND UTILITY INFORMATION TAKEN FROM SURVEY.PREPARED BY
BUNNEY \SSOCIATES, LAND SURVEYORS, BREWSTER, NY. ‘ ‘ ,

THE CON'RACTOR SHALL FIELD VERIFY. THE EXACT SIZE, LOCATION, DEPTH AND INVERT OF
ALL EXI3TING UTILITIES WITHIN THE LIMITS OF WORK PRIOR TO COMMENCING HIS
QPERAT?NS‘AND REPORT ANY DISCREPANCIES TO THE ENGINEER FOR RESOLUTION.

 THE CON'RACTOR SHALL NOTIFY ALL UTILITY COMPANIES 72 HOURS PRIOR TO THE START OF

HIS OPERATIONS AND SHALL COMPLY WITH THE LATEST -INDUSTRIAL CODE RULE 53
REGULAT.ONS. : ‘ : BT ,

GRADING NTES Sl e
ALL LANSCAPED AREAS AND CURB ISLANDS SHALL RECEIVE A MINIMUM OF 4" OF TOPSOIL.

ALL UTILITY STRUCTURE CASTINGS SHALL BE ADJUSTED AS NECESSARY TO BE FLUSH WITH
PROPOSED FINISHED GRADE. , ‘ : S

'PARKINGAND LOADING AREAS SHALL BE COMPACTED TO NOT LESS THAN NINETY-THO (92)

- PERCENTMODIFIED PROCTOR FOR COHESION-LESS SOTL MATERIAL AND NINETY (90) PERCENT
'MODIFIE) PROCTOR FOR COHESIVE SOIL MATERIAL IN ACCORDANCE WITH ASTM D 1557.
EMBANKMNT SLOPES SHALL BE AS FOLLOWS: |

i .
DRAINAG BASIN SLOPES SHALL BE 3 HORIZONTAL TO 1 VERTICAL.

ALL OTHR SLOPES SHALL BE 2.5 HORIZONTAL TO.1 VERTICAL.

. UTILITY NOT

GENERA

THE COFRACTOR«SHAZL'FIELD VERIFY'ALL'EXISTING UTILITY INFORMATION AND REPORT
ANY DISREPANCIES TO THE SITE ENGINEER FOR RESOLUTION. ‘

STORM RAINS

ALL STGM DRAINS SHALL BE CONSTRUCTED OF SMOOTH INTERIOR CORRUGATED POLYETHYLENE
PIPE (EPE) OR APPROVED EQUAL. / ' '

PRECASTCONCRETE DRAINAGE STRUCTURES SHALL BE UTILIZED IN THE CONSTRUCTION OF
THE STQM DRAINAGE SYSTEM AND SHALL CONFORM TO ASTM C478 FOR MANHOLES AND (€913
FOR INETS. , : : , Lo ~

WATER MINS

ALL ST@M DRAINS AND SANITARY SEWERS THAT CROSS WATER MAINS AND DO NOT MEET THE
REQUIRE VERTICAL OR HORIZONTAL SEPARATION AS PER NEW YORK STATE DEPARTMENT OF
HEALTH fJULLETIN NO. 42, "RECOMMENDED STANDARDS FOR WATER WORKS", 1992 EDITION,
PART 85, SHALL BE CONSTRUCTED OF APPROVED PRESSURE PIPE AND SHALL REQUIRE
INDIVIUAL APPROVAL FROM THE DEPARTMENT OF HEALTH. :

IMPLEMENT DUST CONTROL MEASURES AS REQUIRED.

 STONE CHECK DAM
NOT TO SCALE

13

UNDERDRAIN
NOT TO SCALE -

14

' SOIL EROSION AND SEDIMENT CONTROL NOTES

1. ~ALL SOIL EROSION AND SEDIMENT CONTROL PRACTICES SHALL BE INSTALLED IN ACCORDANCE
WITH EROSION AND SEDIMENT.CONTROL, WESTCHESTER COUNTY BEST MANAGEMENT PRACTICES
DATED DECEMBER 1991; REDUCING THE IMPACTS OF STORMWATER RUNOFF FROM NEW
DEVELOPMENTS (NYSDEC 1992); AND NEW YORK GUIDELINES FOR URBAN EROSION AND

SEDIMENT CONTROL (SOIL AND WATER CONSERVATION SOCIETY 1997).

© 2. ALL CONSTRUCTION SHALL,BE IN ACCORDANCE WITH THE CONSTRUCTION SEQUENCE SCHEDULE.

3. ANY DISTURBED AREAS THAT ARE LEFT EXPOSED FOR MORE THAN 30 DAYS, AND ARE NOT
SUBJECT TO CONSTRUCTION TRAFFIC SHALL IMMEDIATELY RECEIVE A TEMPORARY SEEDING. .
ALL DISTURBED AREAS THAT WILL NOT RECEIVE PERMANENT LANDSCAPING PRIOR TO NOVEMBER
15 SHALL RECEIVE TEMPORARY SEEDING. IF THE SEASON PREVENTS THE ESTABLISHMENT OF A
TEMPORARY COVER, THE DISTURBED AREAS SHALL BE MULCHED WITH STRAW, OR EQUIVALENT
MATERIAL. TEMPORARY SEEDING SHALL BE DONE IN ACCORDANCE WITH WESTCHESTER COUNTY

_STANDARDS, AS FOLLOWS:

O FERTILIZER: FERTILIZER SHALL BE APPLIED AT THE RATE’OE iO*LBS/lOOO S.F. OR
400 LBS/ACRE, USING 10-10-10 OR EQUIVALENT. ’ : ’

¢ ’SEED:‘ ANNUAL RYEGRASS APPLIED AT THE RATE OF 20 LBS/ACRE, OR OTHER SELECT
MIXTURE DESCRIBED IN WESTCHESTER COUNTY BEST MANAGEMENT PRACTICES MANUAL.

O  MULCH: SALT HAY OR SMALL GRAIN STRAW APPLIED AT A RATE OF 90-LBS/1000 5.F.

OR 2 TONS/ACRE, TO BE APPLIED AND ANCHORED ACCORDING TO WESTCHESTER COUNTY
STANDARDS., L

. ANY GRADED AREAS NOT SUBJECT TO FURTHER DISTURBANCE OR CONSTRUCTION TRAFFIC
SHALL, WITHIN 10 DAYS OF FINAL GRADING, RECEIVE PERMANENT VEGETATIVE COVER IN
COMBINATION WITH A SUITABLE MULCH AS FOLLOWS: . , ;

O  FERTILIZER: FERTILIZER APPLIED AT THE RATE OF 14-LBS/1000 S.F. USING
10-6-4 OR EQUIVALENT. SELECT MIXTURE DESCRIBED IN WESTCHESTER COUNTY BEST
MANAGEMENT PRACTICES MANUAL., - o ‘

o SEED MIXTURE: TO BE PLANTED BETWEEN APRIL 1 AND MAY 15, OR BETWEEN AUGUST 15
AND OCTOBER 15.

O  MULCH: SALT HAY OR SMALL GRAIN STRAW APPLIED AT A RATE OF %0-LBS/1000 S.F. OR

2 TONS/ACRE, TO BE APPLIED AND ANCHORED ACCORDING TO WESTCHESTER COUNTY
STANDARDS, ‘ ' '

5. CUT OR FILL SLOPES STEEPER THAN 3H TO 1V SHALL BE STABILIZED IMMEDIATELY AFTER GRADING,
ALL CUT SLOPES 2H TO 1V OR STEEPER SHALL RECEIVE AN EROSION CONTROL FABRIC/NETTING.

6. PAVED,ROADWAYS SHALL BE KEPT CLEAN'AT ALL TIMES.

7 THE SITE SHALL AT ALL TIMES BE GRADED AND MAINTAINED SUCH THAT ALL STORMWATER

RdNOFF IS DIVERTED TO SOIL EROSION AND SEDIMENT CONTROL FACILITIES.

8. ALL STORM DRAINAGE OUTLETS SHALL BE STABILIZED, AS RBQUIRED, BEFORE THE DISCHARGE
POINTS BECOME OPERATIONAL. : . :

9. CONSTRUCTION FENCING SHALL BE PROVIDED, AS REQUIRED BY THE OWNER'S FIELD
REPRESENTATIVE, TO PROTECT EXISTING TREES TO REMAIN AND OTHER SENSITIVE AREAS.

10. IF FOR ANY REASON THE CONSTRUCTION IS HALTED FOR ?ROTRACTED PERIODS, THE
CONTRACTOR SHALL STABILIZE THE SELECT MATERIAL BY HYDRO-SEED OR OTHER MEANS, TO
THE SATISFACTION OF THE ENGINEER -FOR ALL AREAS DENUDE OF VEGETATION.

11. STORM WATER FROM DISTURBED AREAS MUST BE PASSED THROUGH A HAY BALE BARRIER BEFORE
DISCHARGE BEYOND DISTURBED AREAS OR DISCHARGED INTO INLETS OR OTHER DRAINAGE
SYSTEMS. ,

12. DUST CONTROL .- WATER>SHALL BE APPLIED BY SPRINKLING OR WATER TRUCK DURING GRADING
~OPERATIONS TO MINIMIZE SEDIMENT TRANSPORT AND MAINTAIN ACCEPTABLE AIR QUALITY :

CONDITIONS. REPETITIVE TREATMENTS SHALL BE. DONE AS NEEDED UNTIL GRADES ARE
STABILIZED.

13. THE CONTRACTOR SHALL INSPECT THE EFFECTIVENESS AND’CONDITION OF EROSION CONTROL
DEVICES DURING STORM EVENTS, AFTER EACH RAINFALL OF ONE-INCH MAGNITUDE OR

'GREATER, PRIOR TO WEEKENDS AND FORECASTED STORM EVENTS.

14. THE CONTRACTOR SHALL REPAIR OR REPLACE DAMAGED EROSION CONTROL DEVICE
IMMEDIATELY,. BUT IN NO CASE, MORE THAN FOUR HOURS AFTER OBSERVING SUCH

DEFICIENCIES. .

15. THE CONTRACTOR SHALL BE PREPARED TO IMPiEMENT INTERIM DRAINAGE CONTROLS AND
EROSION CONTROL MEASURES AS MAY BE NECESSARY DURING THE COURSE OF CONSTRUCTION.
16. THE CONTRACTOR SHALL MAKE AVAILABLE ON SITE ALL EQUIPMENT, MATERIALS AND LABOR
NECESSARY TO EFFECT EMERGENCY EROSICN CONTROL AND DRAINAGE IMPROVEMENTS WITHIN

FOUR HOURS OF ANY IMPENDING EMERGENCY SITUATION.

17. ALL SOIL EROSION AND SEDIMENT CCNTROL MEASURES SHALL BE MAINTAINED BY THE
CONTRACTOR UNTIL FINAL ACCEPTANCE OF THE SITE WORK BY THE OWNER. UPON
CERTIFICATION OF FINAL ACCEPTANCE, THE OWNER WILL ASSUME RESPONSIBILITY FOR THE
CONTINUED MAINTENANCE OF PERMANENT SOIL EROSION AND SEDIMENTATION CONTROL
MEASURES. s - C N o

18. ADDITIONAL EROSION CONTROL MEASURES SHALL BE iNSTALﬁED'AT THE DIRECTION OF THE

- TOWN ENGINEER OR SITE ENGINEER TO MINIMIZE THE POTENTIAL FOR ONSITE OR OFFSITE

EROSION PROBLEMS THAT OCCUR DURING CONSTRUCTION.

~ 19, THE CONTRACTOR SHALL"ALTBR EROSION CONTROL MEASURES ON AN AS NEEDED BASIS, AS

DIRECTED BY THE SITE CONSTRUCTION INSPECTORS AND/OR THE SITE ENGINEER.

20. THE WESTCHESTER. COUNTY SOIL AND WATER CONSERVATICN DISTRICT, TOWN OF CORTLANDT OR
THE SITE ENGINEER MAY REQUEST ADDITIONAL MEASURES TO MINIMIZE EROSION PROBLEMS
THAT MAY OCCUR DURING CONSTRUCTION. T , .

CONSTRUCTION SEQUENCE -

1.. STAGING AREA SET"UP'

INSTALL SEDIMENT BARRIERS IN DISTURBED AREAS; STABILIZE CONSTRUCTION ACCESS ROAD
AND ERECT PROTECTIVE FENCING AROUND TREES AND BUFFER AREAS. IMPLEMENT DUST
CONTROL MEASURES AS REQUIRED., - ; :

2. CLEARING AND GRUBBING, TOPSOiL, STRIPPING AND'STOCKPILING

PRIOR TO CLEARING THE SITE, THE LIMIT OF CLEARING AND TREE PROTECTION SHALL BE

. 'REVIEWED AND APPROVED BY TOWN OFFICIALS. INSTALL SEDIMENT BARRIERS IN DISTURBED

AREAS. IMPLEMENT DUST CONTROL MEASURES AS REQUIRED.

3. ROUGH GRADING; PARKING AND LOADING AREA GRADING (INCLUDING RETAINING WALL)
INSTALLATION OF STORM DRAINS. STABILIZE WITH GRAVEL AND ASPHALT BASE COURSE.

INSTALL TEMPORARY DIVERSIONS. ESTABLISHrTEMPORARY VEGETATIVE COVER ON DISTURBED
AREAS AS REQUIRED AND PERMANENT VEGETATIVE COVER IN AREAS OF NO FURTHER

DISTURBANCE. ~IMPLEMENT DUST CONTROL MEASURES AS REQUIRED.

4, FINE GRADING

ESTABLISH PERMANENT VEGETATIVE COVER IN AREAS OF NO FURTHER DISTURBANCE.

5. MISCELLANEOUS SITE WORK INSTALLATICN (LANDSCAPING)

- INSTALL FINAL LANDSCAPING AND ESTABLISH PERMANENT VEGETATIVE COVER IN REMAINING
. DISTURBED AREAS AND IN TEMPORARY VEGETATIVE COVER AREAS. IMPLEMENT  DUST

CONTROL MEASURES AS REQUIRED.
6. CLEAN-UP
REMOVE SEDIMENT BARRIERS AFTER ESTABLISHMENT OF PERMANENT VEGETATIVE COVER,
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_ STANDARD BACKFILL

o, “REVISION | DA ]

1o SUBMITTED FORAMENDEDSF’A ] 1219001

2 | REVISEDDETAILNO.7 = ~emiz |

3500 P.S.. CONC. o N | NA
| q - ® =1 1/2 ASPHALT TOP COURSE NYSDOT TYPE 6F | —=— FLow ; . MATERIAL
| N \Y/ B @ =31 /2" ASPHALT BASE COURSE NYSDOT TYPE 3 BACKFILL S
- APPRQVED COMPACTED — - ) ®- & STONE SUBBASE | 'NYSDOT TYPE 2 TR L
| | 'APPROVED COMPACTED SUBBASE . . eelEg
. | SECTION 'BACKFILL IF |
O HEAVY DUTY PAVEMENT ‘ SECTION A | wem gﬁggg‘;’ggé . S(0C?150R R. D)
R B (HEAVY DUTY-FOR ACCESS ROAD AND TRUCK PARKING) B L STANDARD V :
- CONCRETE CURB e | L | NATIVE SOIL_ BACKFILL T
Y MO 16 SCALE e et ~ MAY BE USED
| ‘  (SEE NOTE #5)
TOE-IN METHOD JOINING SECTIONS OF FENCING SEiECT g
| B R % * BACKFILL
T % D . ‘
- 4" WIDE PAINTED D = INSIDE DIAMETER, SPAN
ine'trve) INSTALLATION NOTES TR e R
H. R, s
: oo | g0 | o=0" . EXCAVATE A 4 INCH * 4 INCH TRENCH ALONG THE LOWER PERIMETER OF THE SITE. W 05137 E'Aé“ﬁgggsgag;oé: L%ssfgﬂ‘ga%nﬁg& -
R o I - ) [ + - ~
S o 2. UNROLL A S%CTION AT A TIME AND pc(>smo~ THE POSTS AGAINST THE BACFI{ 2 NOTES » n |
© DOWNSTREAU) WAL OF THE TRENCH (NET SIDE AWAY FROM DIRECTION OF FLOW
? LecEND: » ‘ S AL I R e
3. DRIVE THE POST INTO THE GROUND UNTIL. THE NETTING IS APPROXIMATELY &
_FACE OF ® =11/2 ASPHALT Top COURSE NYSDOT TYPE 6F 2 INCHES FROM THE TRENCH BOTTOM. 2. WHERE ROCK IS ENCOUNTERED IN
- CURB L ' . - TRENCH BOTTOM, UNDERCUT MIN. OF
| @) = 2" ASPHALT BASE COURSE  NYSDOT TYPE 3 4. LAY THE TOE-IN FLAP OF FABRIC ONTO THE UNDISTURBED BOTTOM oF THE 12" T0 MAX OF 24 (1/2° FOR EACH
A ettt | D TR TRENCH, BACKFILL THE TRENCH AND TAMP THE SOIL. 1°FT. OF COVER ABOVE 0.0. OR RD.)
3-0" MIN.| | UNPAVED AREA—=— @) = 6" STONE SUBBASE NYSDOT TYPE 2  STEEPER SLOPES REQUIRE AN INTERCEPT TRENCH. 3. WHERE UNSUITABLE MATERIAL IS
APPROVED COMPACTED SUBBASE | o 5. JOIN SECTICNS AS SHOWN ABOVE.  ONDERCUT 4S DIRECTED BY | ™"
FOUNDATION. LOGATION a R u : OWRER'S FEcD Moo,
A NT - 4. PAYMENT LIMIT IN ROCK NOT TO EXCEED
N (WHEN APPUCABLE) - PARKING AREA P A:EP':E?(‘LG o W (MIN.) AND UNDERCUT EQUALS 24 INCHES.
| (LIGHT DUTY-FOR CAR PAF )‘ 5. SELECT BACKFILL SHALL BE USED FOR AL
L HDPE PIPE INSTALLATION .
T - PAVEMENT DESIGN | | " - SILT FENCE TRENCH DETAIL |
90° PER‘METERNSTAEOK;?S_ESTALL LAYOU | 6 TN ot To seae e 2 | ~ NOT TO SCALE NOT TO SCALE - |1 4

| rL—f?lA |

NOTES
. THE_ CONTRACTOR SHALL SUBMIT SHOP DWGS FOR EACH STRUCTURE
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- FOR THE ENGINEERS APPROVAL PRIOR TQO FABRICATION.
| 2. STRUCTURE SHALL BE CERTIFIED AS CONFORMING TO ASTM—C478
CONTRACTION JOIN 3. FOR INVERT ELEVATIONS SEE PLANS.
(TYPICAL) 4. STRUCTURE SHALL BE DESIGNED FOR H—20 LOADING.
— 5. STEPS NOT REQUIRED FOR STRUCTURES LESS THAN 4'-0".
§ ks PONT AS INDICATED SRR , ‘ L “
x| o I° . O PLAIFoR LOCATION” - PLAN BELOW GRATE
T e o 9 = ,
7 | | LOCATE MANHOLE
, OPENING OVER STEPS
%
 PLAN 2
L 5 ‘ : . . . A ! o ’ . ! ‘ .O
60 | & g A . &-0 Zg S g
| | (SEE PLAN) T o I UNAUTHORIZED ALTERATIONS OR ADDITIONS TOTHIS |
o » F POINT AS INDICATED DRAWING IS A VIOLATION oss&cnomzog(z)orms N ¥
PL AN T ON PLAN FOR LOCAT‘ON .. NEW YORK STATE EDUCATION LAW ‘
_ : | — of IN FIELD
~ FINISHED GR@&E T0 .é ONTSE%'?E%OO P.S.l. N » ¥ PLAN COPYRIGHT (@ 2001 |
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; ‘ SEE DRAWINGS / e 1.‘..___( — s | APPROVED EQUAL sy 488 W?,f\',“,?gtﬁ"y /’;\6%%61601
2" CLR. o - | * } THE CONTRACTOR SHALL SUBMIT SHOP DWGS. FOR EACH STRUCTURE ‘ S ioralin |
I ‘ —7 TR A o | : FOR THE ENGINEERS APPROVAL PRIOR TO FABRICATION. FINISHED GRADE Phane no. (914) 747'1550 «
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1. MINIMUM CROSS SLOPE 1/8"/FT. ‘ - | REQUIREMENT FOR MANHOLE AMENDED SITE PLAN APPROVAL
s NN eSS CTHERWSE INDICATED 3 | 4 L SO —— ’ DIA. | OUTFALL PIPE SIZE | Town of Cortlandt NY
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2. PROVIDE 1/4" PREMOULDED | S o gggggf&go WIRE MESH ol PRoLE 1T B I | 50" 36 MAX.
EXPANSION JOINTS AT 20° |  Jowrl & | | | T S R y | - ! TITLE: I
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